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Quick Spec Guide 

Crestline® Elite Primed Wood Sliding Door (6714) 
 

SPECIFICATION STANDARD FEATURES OPTIONAL FEATURES 

EXTERIOR FINISH • Primed  • Primed with Flat Casing (3-1/2”-6”) 

EXTERIOR TRIM 
 

• WM 180 Brickmould 
 

• Stucco Keyed WM 180 

• Historical 

• Stucco Keyed Historical  

 

INTERIOR FINISH • Natural • Clear Satin 

• Fruitwood 

• Primed 

• Golden Oak 

• Chestnut 

• Prefinished White 

INTERIOR SPECIES 
 

• Pine • Oak 

• Maple 

• Alder (Character) 

• Cherry 

• Mahogany 

• Vertical Grain Fir 

SIZE • Width 
Single Panel Doors 
      2-9, 3-3, 4-3 
Two Panel Doors 
      5-0, 6-0, 8-0 
Four Panel Doors 
      9-10, 11-10, 15-10 

• Height 
Sliding Doors 
      6-8, 6-10, 7-2, 8-2 

• Single Panel Doors: 
      Any jamb width: 32-1/4” to 50-1/4” 

• Two Panel Doors: 
      Any jamb width: 59-9/16” to 95-9/16” 

• Four Panel Doors: 
            Any jamb width: 117-1/4” to 189-1/4” 

• Sliding Doors: 
      Any jamb height: 79-1/2” to 98” 

GLAZING • Clear Insulated Glass 

• Tempered Glass 

• Warm Edge Spacer System 

• Free Accidental Glass Breakage Warranty 

 

• Low E 

• Low E Sun240  

• Zo-E Shield 5 

• Zo-E Shield 5E 

• Zo-E Shield 6 (laminated) 

• SafeGuard Certified 

• Gray or Bronze Tint 

• Obscure 

GRILLES  • GIA: 5/8” Flat or 3/4” Profiled 

• SDL: 7/8”, 1-3/8” 

HARDWARE • Standard Handle 

• Standard Mortise Lock/Keeper 

• No Keyed lock 

• Standard Rollers 

• Premium Arched or Square Plate 

• Keyed locks 

• Corrosion Resistant Rollers 

• Foot activated Security Bolt (White or Bronze) 

• Corrosion Resistant Mortise Lock/keeper 

HARDWARE COLOR • Bright Brass PVD • Brushed Nickel PVD 

• Oil Rubbed 

• Polished Chrome 

• Black 

• Antique Brass 

JAMB • 4-9/16” • 4-9/16 Min 

• 12” Max 

SCREEN • High Visibility Fiberglass Mesh • Aluminum Wire Mesh 

• No Screen 

 

SCREEN COLOR • White • Cream 

• Taupe 

• Hunter Green 

• Brown 

• Charcoal Black 

• Dark Bronze 

• Brick Red 


